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Diesel Engine

Bore*Stroke (mm)
Displacement (cc)

Engine Speed (Rpm)
Rated AC Output (Hp)
Max. AC Output (Hp) 

247
3000/3600

73*59

430*385*460

290

3.9/4.3

27/29

4.3/4.9
2.5

0.75

306
3000/3600

78*64

478*460*521

290

5/5.4

33/36

5.5/6
3.5

1.11

418
3000/3600

86*72

528*485*565

280

7.7/8.6

48/50

8.6/10
5.5

1.65

474
3000/3600

88*78

528*485*565

280

9.0/9.8

53/56

10/10.9
5.5

1.65

498
3000/3600

92*75

528*485*565

280

9.3/10.3

54/57

10.3/11.4
5.5

1.65

954
3000/3600

90*75

580*565*600

280

17

81/84

20
7
3

Packing Size (LxWxH mm)

Lube Oil Capacity (L)
Fuel comsumption (g/Kw.h)

Fuel Tank Capacity(L)

N.W/G.W (Kg)

PRODUCT INTRODUCTION

Model GKD173F GKD178FA GKD186FA GKD188FA GKD192F GKD290E

OPTIONAL

◦   Automatic air bleeding mechanism
◦   High-strength crankcase/ crankshaft/ connecting rod design 
◦   New oil pressure relief valve and fuel controller design 
◦   Compact structure design

I.5

ø2
.5
.1

PTO Air Filter E-start Needle Bearing
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Diesel Generator
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PRODUCT INTRODUCTION

Generator

Engine

Packing details

Frequency(Hz) 50/60
Max AC Output(Kw)

Rated AC Output (Kw)
Fuel Tank Capacity

1.9/2.2

635*475*530

211

1.7/2.0

70

12.5 L

GKD170F

3.0/3.3

705*480*575

296

2.7/3.0

80

12.5 L

GKD178F

4.6/5.0

765*500*620

406

4.2/4.6

95

12.5 L

GKD186

765*500*620

418

95

GKD186FA

5.0/5.5
4.5/5.0
12.5 L

765*500*620

474

99

GKD188

5.0/5.8
5.0/5.3
12.5 L

765*500*620

474

99

GKD188

6.0/6.6
5.5/6.0
12.5 L

980*650*850

954

170

GKD290

11
10

25 L

Packing Size (LxWxH)

Engine Model
Displacement(CC)

N.W (Kg)

Model GKD2200CL GKD3600CL GKD5000CL GKD6000CL GKD6500CL GKD12000EGKD7500CL

Generator

Engine

Packing details

Frequency(Hz) 50/60
Max AC Output(Kw)

Rated AC Output (Kw)
Fuel Tank Capacity

Noise Level at 7M/db(A)

4.6/5.0

955*575*715

406

4.2/4.6

145/155

16
≤71 ≤71 ≤71 ≤68 ≤69

GKD186F

5.0/5.5

955*575*800

418

4.5/5.0

150/160

16

GKD186FA

5.5/5.8

955*575*800

474

5.0/5.3

154/164

16

GKD188F

960*560*730

474

160/170

GKD188F

6.0/6.6
5.5/6.0

16

1160*675*945

954

170/185

GKD290FE

11
10
60

Packing Size (LxWxH)

Engine Model
Displacement(CC)

N.W (Kg)

Model GKD5000S GKD6000S GKD6500S GKD7500S GKD12S

◦   Powered by CORVEX POWER commercial diesel engine, 1000 hours durability guarantee
◦   Automatic air bleeding mechanism
◦   Low noise and vibration design
◦   D-AVR technology

OPEN FRAME TYPE

SILENT TYPE
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Diesel Water Pump

DIESEL CLEAN WATER PUMP

DIESEL HIGH LIFT PUMP

DIESEL IRON PUMP

DIESEL TRASH PUMP

Inlet diameter (Inch)
Outlet diameter (Inch)

Max. capacity (m)
Max discharge head (m) 

Max. suction head (m) 

2
30

2

495*420*525
2.5

25
8

GKD170F
211

3
50

3

560*460*565
3.5

25
8

GKD178F
296

4
65

4

670*500*635
5.5

25
8

GKD186F
406Displacement (cc)

Fuel tank (L)

Engine Model

Packing Size (LxWxH mm)

Model GKD50C GKD80C GKD100C

Inlet diameter (Inch)
Outlet diameter (Inch)

Max. capacity (m)
Max discharge head (m) 

Max. suction head (m) 

1"*2,1.5"*1 2"*1,1.5"*2 3"**1
17

1.5

560*475*680
3.5

55
8

GKD178F
296

20

2

560*460*680
3.5

55
8

GKD178F
296

40

3

670*500*635
5.5

60
8

GKD186F
406Displacement (cc)

Fuel tank (L)

Engine Model

Packing Size (LxWxH mm)

Model GKD40H GKD50H GKD80H

Inlet diameter (Inch)
Outlet diameter (Inch)

Max. capacity (m)
Max discharge head (m) 

Max. suction head (m) 

2
30

2

590*500*610
5.5

65
8

GKD186F
406

3
26

3

590*500*610
5.5

65
8

GKD186F
406Displacement (cc)

Fuel tank (L)

Engine Model

Packing Size (LxWxH mm)

Model GKD50I GKD80I

Inlet diameter (Inch)
Outlet diameter (Inch)

Max. capacity (m)
Max discharge head (m) 

Max. suction head (m) 

3
50

3

615*475*560
3.5

25
8

GKD178F
296

6
160

6

1050*720*940
30

18
6

GKD290E
954Displacement (cc)

Fuel tank (L)

Engine Model

Packing Size (LxWxH mm)

Model GKD80T GKD150T

DIESEL WATER PUMP
◦   Powered by CORVEX POWER commercial diesel engine
◦   Anti-vibration design
◦   Full frame protection
◦   High quality ceramic mechnical seal
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