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Generator
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Power Solution 
for Better and Easier Life

Commercial Grade CORVEX POWER
◦   All generators are powered by commercial grade CORVEX           

POWER engines
◦   Low vibration, low noise, low fuel consumption
◦   Automatic low oil shutdown system to protect the engine from        

damage

Reliable Materials
◦   The frame is made of high-brightness tube, looks better and 

more reliable after surface treatment

Certification Compliance
◦   EPA CARB Euro V UL2201 CE 

◦   Excellent Durability and Reliability
◦   D-AVR Technology
◦   Low Noise Level

Patented Design
◦   Newly designed fuel tank and panel
◦   More compact frame for improved protection, easy transport and 

storage
◦   New panel design, graphical operation tips

Unique Inductive Alternator Technology
◦   Transistorized auto AVR, ensures stable power output, higher 

performance efficiency, quickly start different equipments, much 
wide applications
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Generator-GK Series
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Rated Output (Kw) (50/60Hz)
Max Output (Kw) (50/60Hz)

Fuel Tank Capacity (L)
Running Time @50% Loading (H)

Noise dB (7M)

2.0/2.2
2.2/2.5

41.5/45.5
615X470X485

GK210(E)

12

212

180
470

15
66

2.5/2.7
2.8/3.0

45/49
615X470X485

GK210(E)

12

212

180
470

12
68

2.7/3.0
3.0/3.2

45/49
615X470X485

GK210(E)

12

212

180
470

10
68

3.0/3.3
3.3/3.5

45/49
615X470X485

GK225(E)

12

223

180
470

9
68

3.2/3.5
3.5/4.0

48/50
615X470X485

GK225-V(E)

12

223

180
470

8
68

Packing Size (LxWxH MM)
Loading Qty (20GP)
Loading Qty (40HQ)

Displacement (CC)
Engine Model

Packing Details
N.W/G.W (Kg)

Engine

Generator

Rated Output (Kw) (50/60Hz)
Max Output (Kw) (50/60Hz)

Fuel Tank Capacity (L)
Running Time @50% Loading (H)

Noise dB (7M)

Packing Size (LxWxH MM)
Loading Qty (20GP)
Loading Qty (40HQ)

Displacement (CC)
Engine Model

Packing Details
N.W/G.W (Kg)

Engine

Generator
5.0/5.5
5.5/6.0

77/83
715X570X580

GK390(E)

25

389

128
264

12
74

6.0/6.5
6.5/7.0

82/88
715X570X580

GK420(E)

25

420

128
264

10
76

7.0/7.5
7.5/8.0

85/90
715X570X580

GK460(E)

25

456

128
264

8.5
78

8.0/8.5
8.5/9.0

85/90
715X570X580

GK460-V(E)

25

456

128
264

8.5
81

PRODUCT INTRODUCTION

PATENT DESIGN
CORVEX POWER Patented Panel Design

EASY START
First Pull Start

100& COPPER
High Efficiency, Stable Output

FUEL-EFFICIENT
22%Fuel Consumption Ratio Lower, Long Run Time

AFTER SERVICE
Full After Service Guarantee-Spare Parts, Technical Support etc

DUAL FUEL
(Optional) Gasoline and LPG Dual Fuel Design

SPECIFICATION

GK9000E
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Generator-GH Series  
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PRODUCT INTRODUCTION

EASY START
First Pull Start

100& COPPER
High Efficiency, Stable Output

FUEL-EFFICIENT
22%Fuel Consumption Ratio Lower, Long Run Time

AFTER SERVICE
Full After Service Guarantee-Spare Parts, Technical Support etc

Rated Output (Kw) (50/60Hz)
Max Output (Kw) (50/60Hz)

Fuel Tank Capacity (L)
Running Time @50% Loading (H)

Noise dB (7M)

0.8/0.9
0.9/1.0

27
460X360X420

GK100

4

98

405
950

9
64

2.0/2.2
2.2/2.5

41.5/45.5
615X470X485

GK210(E)

12

212

180
470

15
66

2.5/2.7
2.8/3.0

45/49
615X470X485

GK210(E)

12

212

180
470

12
68

2.7/3.0
3.0/3.2

45/49
615X470X485

GK210(E)

12

212

180
470

10
68

3.0/3.3
3.3/3.5

45/49
615X470X485

GK225(E)

12

223

180
470

9
68

Packing Size (LxWxH MM)
Loading Qty (20GP)
Loading Qty (40HQ)

Displacement (CC)
Engine Model

Packing Details
N.W/G.W (Kg)

Engine

Generator

Rated Output (Kw) (50/60Hz)
Max Output (Kw) (50/60Hz)

Fuel Tank Capacity (L)
Running Time @50% Loading (H)

Noise dB (7M)

Packing Size (LxWxH MM)
Loading Qty (20GP)
Loading Qty (40HQ)

Displacement (CC)
Engine Model

Packing Details
N.W/G.W (Kg)

Engine

Generator
3.2/3.5
3.5/4.0

48/50
615X470X485

GK225-V(E)

15

223

180
470

8
68

5.0/5.5
5.5/6.0

77/83
715X570X580

GK390(E)

25

389

128
264

12
74

6.0/6.5
6.5/7.0

82/88
715X570X580

GK420(E)

25

420

128
264

10
74

7.0/7.5
7.5/8.0

85/90
715X570X580

GK460(E)

25

456

128
264

8.5
76

8.0/8.5
8.5/9.0

85/90
715X570X580

GK460-V(E)

25

456

128
264

8.5
81

SPECIFICATION

GH10000ER
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Generator-GP Series
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PRODUCT INTRODUCTION

PATENT DESIGN
CORVEX POWER Patented Panel Design

EASY START
First Pull Start

100& COPPER
High Efficiency, Stable Output

FUEL-EFFICIENT
22%Fuel Consumption Ratio Lower, Long Run Time

AFTER SERVICE
Full After Service Guarantee-Spare Parts, Technical Support etc

Rated Output (Kw) (50/60Hz)
Max Output (Kw) (50/60Hz)

Fuel Tank Capacity (L)
Running Time @50% Loading (H)

Noise dB (7M)

2.0/2.2
2.0/2.5

41.5/45.5
595X430X470

GK210(E)

12

212

192
490

15
66

2.7/3.0
3.0/3.2

45/49
595X430X470

GK210(E)

12

212

192
490

10
68

2.5/2.7
2.8/3.0

45/48
595X430X470

GK210(E)

12

212

192
490

12
68

3.2/3.5
3.5/4.0

48/50
595X430X470

GK225-V(E)

12

223

192
490

8
68

3.0/3.3
3.3/3.5

45/49
595X430X470

GK225(E)

12

223

192
490

9
68

Packing Size (LxWxH MM)
Loading Qty (20GP)
Loading Qty (40HQ)

Displacement (CC)
Engine Model

Packing Details
N.W/G.W (Kg)

Engine

Generator

Rated Output (Kw) (50/60Hz)
Max Output (Kw) (50/60Hz)

Fuel Tank Capacity (L)
Running Time @50% Loading (H)

Noise dB (7M)

Packing Size (LxWxH MM)
Loading Qty (20GP)
Loading Qty (40HQ)

Displacement (CC)
Engine Model

Packing Details
N.W/G.W (Kg)

Engine

Generator
5.0/5.5
5.5/6.0

77/83
686X516X556

GK390(E)

25

389

140
292

12
74

6.0/6.5
6.5/7.0

82/88
686X516X556

GK420(E)

25

420

140
292

10
76

7.0/7.5
7.5/8.0

85/90
686X516X556

GK460(E)

25

456

140
292

8.5
78

8.0/8.5
8.5/9.0

85/90
686X516X556

GK460-V(E)

25

456

140
292

8.5
81

SPECIFICATION

GP3000E

Max Output (Kw) (50/60Hz)

Running Time @50% Loading (H)

2.0/2.5

41.5/45.5

212

192

15

3.0/3.2

45/49

212

192

10

2.8/3.0

45/48

212

192

12

3.5/4.0

48/50

223

192

8

3.3/3.5

45/49

223

192

9

Loading Qty (20GP)

Displacement (CC)

N.W/G.W (Kg)

Engine

Generator

Max Output (Kw) (50/60Hz)

Running Time @50% Loading (H)

Loading Qty (20GP)

Displacement (CC)

N.W/G.W (Kg)

Engine

Generator

5.5/6.0

77/83

389

140

12

6.5/7.0

82/88

420

140

10

7.5/8.0

85/90

456

140

8.5

8.5/9.0

85/90

456

140

8.5
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4-in-1 Generator
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PRODUCT INTRODUCTIONGK5500M
Gasoline Generator
Welder
Air Compressor
Lighting&Recharger

◦   Multi-function in DC welding, AC generator output,
air compressor and lighting

◦   DC baterry recharger available
◦   Large tank for air compressor higher efficiency
◦   It can weld 4.0mm electrode for long time
◦   It can output AC 5.0kw steadily
◦   Lights can lift to 4.5m high by operation

Duty Cycle

OCV (V)

Current range (A)

Displacement (CC)

Start method

Capacity (L)

Flow

Pressure range

Air output (CFM)

Air Input (CFM)

Lights lift

Lights power

Luminous flux

Protection class

Dimension (mm)

Net weight (kg)

Fuel tank capacity (L)

Welding voltage (V)

Rated current / voltage (A/V)

Auxiliary rated power output

Max. power/Speed (RPM)

Welding rod

Engine Model

WELDING

GENERATOR

WHOLE SET

AIR 
COMPRESSOR

ENGINE

LIGHTS

SPECIFICATION

50%

DC 75V

DC 50-200

Gas, 420

Recoil / E-start / Remote control

20

100L/ min

0.6-0.8Mpa

4.4@90PSI

8

4.5m

Led / 4x100W

80-100lm / W

IP23

850*573*780

168.5

30

DC 22-28V

180 A / 27.2V

5.0KW AC 240V or 120V

3600

1.6-5-0mm

GK 420
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CORVEX POWER


